
 

HSTW – Thin Wall Heatshrink Tubing (Lengths) 
• Thin wall environmentally friendly flame retardant heatshrink tubing  

• Many colours available including black, red, white, blue, green, yellow, yellow/green, clear, brown, orange 
 

 

Product Details:    
 

Operating Temperature Range - -55oC to +125oC  
Full Shrink Temperature - 125oC 
Voltage Rating - 600 Volts 
Characteristics  -  Flame retardant VW-1 

Compliance  - RoHS 2.0, UL 224 

Colours Available - Black, red, white, blue, green, yellow, yellow/green, clear, brown, orange 

Availability - Straight lengths and rolls  

Applications 
 
 

- 
 
 

A wide range of applications and uses in domestic, commercial, automotive  
and industrial electrical environments and where water ingress is not a consideration 
 

 

 

 

• Refer to the L&C website for busbar sizing recommendations and further product information -  https://www.lnc.net.au/heatshrink   

• For pricing and availability contact L&C Sales team on 02 8678 4029 or email sales@Lnc.net.au 

L&C Product Code 

As Supplied (mm) 
Lay Flat 
Width 
(mm) 

Shrink  
Ratio 

After Recovery (mm) 
Nominal 

Cable Size OD 
(mm) 

Length 
(Mts) 

Nominal I.D. 
(D) 

Nom. Wall 
Thickness 

(mm) 

Nominal 
I.D. (D) 

Nom. Wall 
Thickness 

(w) 

HSTW1.5xx/4FT 1.50 ± 0.20 0.20 ± 0.05 - 2 : 1  ≤ 0.65 0.36 ± 0.10 0.75 - 0.90 1.22 

HSTW2.5xx/4FT 2.50 ± 0.20 0.20 ± 0.05 - 2 : 1  ≤ 1.00 0.45 ± 0.10 1.10 - 1.80 1.22 

HSTW3xx/4FT 3.00 ± 0.20 0.20 ± 0.05 - 2 : 1  ≤ 1.30 0.45 ± 0.10 1.35 - 2.30 1.22 

HSTW5xx/4FT 5.00 ± 0.20 0.28 ± 0.05 - 2 : 1  ≤ 2.30 0.56 ± 0.10 2.35 - 4.00 1.22 

HSTW7xx/4FT 6.50 ± 0.20 0.28 ± 0.05 12.0 2 : 1  ≤ 3.00 0.56 ± 0.10 3.10 - 5.40 1.22 

HSTW10xx/4FT 9.50 ± 0.30 0.30 ± 0.08 16.0 2 : 1  ≤ 4.50 0.56 ± 0.10 4.70 - 8.00 1.22 

HSTW13xx/4FT 12.5 ± 0.30 0.30 ± 0.08 21.0 2 : 1  ≤ 6.00 0.56 ± 0.10 6.20 - 11.00 1.22 

HSTW16xx/4FT 15.5 ± 0.40 0.35 ± 0.10 27.0 2 : 1  ≤ 7.50 0.70 ± 0.10 7.80 - 14.00 1.22 

HSTW20xx/4FT 19.0 ± 0.50 0.35 ± 0.10 34.0 2 : 1  ≤ 9.00 0.70 ± 0.10 9.30 - 17.00 1.22 

HSTW25xx/4FT 26.0 ± 0.50 0.45 ± 0.12 40.0 2 : 1  ≤ 12.50 0.90 ± 0.15 12.8 - 24.00 1.22 

HSTW32xx/4FT 31.5 ± 1.0 0.45 ± 0.12 50.0 2 : 1  ≤ 15.00 1.00 ± 0.15 16 - 29 1.22 

HSTW38xx/4FT 36.5 ± 1.0 0.45 ± 0.12 65.0 2 : 1  ≤ 17.50 1.00 ± 0.15 18 - 34 1.22 

HSTW50xx/4FT 52.0 ± 2.0 0.50 ± 0.15 81.0 2 : 1  ≤ 25.00 1.10 ± 0.20 26 - 49 1.22 

HSWT75xx/4FT 77.0 ± 3.0 0.55 ± 0.20 129.0 2 : 1  ≤ 38.0 1.15 ± 0.20 39 - 74 1.22 

HSTW100xx/4FT 102.0 ± 4.0 0.60 ± 0.20 150.0 2 : 1  ≤ 50.0 1.20 ± 0.20 51 - 98 1.22 

HSTW125xx/4FT 122.0 ± 4.0 0.65 ± 0.20 195.0 2 : 1  ≤ 60.0 1.30 ± 0.20 61 - 118 1.22 
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