
 

ET Series – Earth Tags (Brass) 
 

• Bare Brass earth tags 

• Designed to enable earthing of flexible conduits, fittings and electrical equipment installed in industrial and 
commercial environments. 

 

Product Details:    

 

Temperature range - -40oC Min to + 110oC Max 

Material  - Bare brass 

Characteristics 
 
 
  

- 
- 
 
  

Bare brass earth tag  
Supplied with  

• 6mm2 brass cable fixing screw  

• brass flat washer  
Applications 
 

- 
 

Designed to effectively earth electrical conduits,  
conduit fittings and electrical equipment  

 

 

 

 

 

Product Catalogue 
No. 

Nominal Conduit 
Size (mm) 

Overall Width 
(mm) 

Internal Diameter 
(mm) 

Overall Length 
(mm) 

Mounting Tag 
Width (mm) 

Tag Thickness 
(mm) 

Cable Fixing 
Screw (mm) 

ET16 16 25 16.0 48.0 5.0 1.0 6.0 
ET20 20 29 20.0 48.0 13.5 1.0 6.0 
ET25 25 37 25.0 57.5 13..5 1.0 6.0 
ET32 32 44 32.0 70.0 16.0 1.0 6.0 
ET40 40 53 40.3 78.0 16.5 1.0 6.0 
ET50 50 64 50.0 92.0 16.5 1.0 6.0 
ET63 63 80 64.0 107.0 23.0 1.0 6.0 

 

 


